
��

�� POWERED BY H3

� ����
The most efficient and reliable platform for the ab-initio commercial and 
military pilot training
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The G 120 is a success story on its own. With an extensive 
proven performance record with world class air forces around 
the globe, the G 120 outperforms any aircraft in its class with a 
track record of the highest dispatch reliability. 

Built to perform and work, the G 120 has the lowest mainte-
nance effort to flight hour’s relation in the industry. 
Cost efficiency and reliability, combined with excellent hand-
ling; make this the aircraft of choice in the piston trainer 
segment.
 
The existing operating success story of the GROB G 120 is our 
proof of concept.

The basic training aircraft success story.



Technical specification

The ample power of its well-proven and reliable 260 HP Lycoming engine 
fitted with a 3-bladed constant-speed propeller, combined with a super 
lightweight composite airframe, provides the ideal power-to-weight ratio 
for primary pilot training and translates into superb flight 
characteristics in any situation.
The aircraft is equipped with robust, retractable landing gear, 
specifically designed for the high number of cycles and hard landings 
typical of a training environment.

The G 120 - an on-going success story.

Full aerobatic and military training capability.

Data subject to final confirmation

Weights
Max. take-off weight (utility)	 1490 kg

Max. take-off weight (aerobatic)	 1440 kg

Max. zero fuel weight (utility)	 1345 kg

Max. zero fuel weight (aerobatic)	 1315 kg

Max. landing weight	 1440 kg

Max. usable fuel capacity	 182 kg / 252 Ltr

Max. crew/boarding weight	 220 kg

Max. baggage weight	 50 kg

Power Plant
Engine Textron Lycoming 

AEIO-540-D4D5 	 260 SHP / 2700rpm

Propeller Hartzell 3-blade	 1,98 m

Miscellaneous
Max load factors aerobatic	 +6 / -4 G

Max operating altitude	 18.000 ft

Operation: VFR day/night, IFR, non-icing conditions

Performance
Operating speed range

Max. structural cruising speed VNO	 172 kias

Never exceed speed VNE up to 13,100 ft	 235 kias

Stall speed VS (MLW, flaps full, utility)	 56 kias

Take off and landing field length (MSL, ISA, utility)

Take off distance over 50 ft (MTOW, no wind, no slope)	 707 m

Landing distance over 50 ft (MLW, no wind, no slope)	 562 m

Cruise speeds, rate of climb (ISA, MTOW)

Max. cruise speed (MSL)	 172 ktas

Cruise speed at 75% power (5,000ft)	 166 ktas

Rate of climb (MSL, aerobatic)	 1280 ft/min

Range / Endurance  (ISA, MTOW, 45 min reserve fuel, maximum fuel, utility)

Range (5,000 ft, 75%  power)	 635 NM

Range (10,000 ft, 45%  power)	 750 NM

Endurance (10,000 ft, max. endurance power)	 6,35 Hrs
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